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SCG STATION POST INSULATOR-750KV BIL
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TECHNICAL CHARACTERISTICS

MECHANICAL RATINGS

CANTILEVER STRENGTH, lbs(kN)

(Upright & Underhung) 3500 (15.5¢)
TENSION STRENGTH, lbs (kN) 40000 (178)
TORSION STRENGTH, in-lbs (kN*m) 120000(13.56)
COMPRESSION STRENGTH, Ibs (kN) 120000 (534)
ELECTRICAL RATINGS

IMPULSE WITHSTAND VOLTAGE, kV 750
CRITICAL IMPULSE FLASHOVER 810
VOLTAGE, POSITIVE, kV

WET POWER FREQUENCY 315
WITHSTAND VOLTAGE, kV

CURRENT AT RATED VOLTAGE, mA 0.5-1.5

RADIO INFLUENCE VOLTAGE RATINGS

LOW FREQUENCY TEST VOLTAGE, kV 103
MAX. RIV AT 1000kHz 1V 500
PHYSICAL CHARACTERISTICS
oy sy
UNIT HEIGHT, in (mm) 62(1575)
NET WEIGHT, Ibs (kg) 268(122)

GLAZE COLOR

SEMI-CONDUCTIVE
GRAY

APPLICABLE STANDARD

ANSI C29.9 &
C29.1,
IEC:60168,273 &
1S:2544, 5350
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2 CAPS HOT DIP GALV. 2 MCI/SGI
1 INSULATOR BODY | SCG GRAY GLAZE 1 PORCELAIN
NO. DESCRIPTION REMARK QTY MATERIAL
DESIGNED | M.ANUVADIYA 28-02-2023
DRAWN| M.ANUVADIYA 28-02-2023
CHECKED| S.RAMANI 28-02-2023
APPROVED| S.RAMANI 28-02-2023
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